
CCTV Camera

Specification

Weatherproof IR camera with 
VARI FOCAL LENS & BRACKET (40M)

IR Type / Model# CSN(P)3642-49V; CSN(P)-3644-49V

Overview

 Infrared Dome Camera (15-20M) Indoor
 Dome Type / Model# CSN(P)-3262-3B

Overview
The camera offers a convenient, compact and cost-efficient solution with highly intelligent functions. It can see in the dark with the IR video security 

camera and built in high intensity infrared LED array. The lens provides great image performance in the worst lighting conditions.

The camera can see in the dark with the weatherproof IR video security camera and built in high intensity infrared LED array. The vari-focal lens 

provides flexible focal adjustment with different view angle.  The lens provides superb image performance in the worst lighting conditions. It is built 

tough in weatherproof aluminum housing with an integral rainhood / sunshade.

Rear ViewFront View

81 mm

119 mm

Specification
Model NO.

Sensor Chip Brand

Pixels

H.Resolution

Infrared Ray LED

Illumination

S/N Ratio

Video Output

Auto Gain Control

Auto White Balance

Exposure Mode

Electronic Shutter

Gamma Correction

Synchronizing

Infrared Ray Distance

Lens Mount

Dimension

Power

Operating Temperature

CSN(P)-3262-3B

1/3” Sony CCD

NTSC: 512(H)x492(V)

PAL: 512(H)x582(V)

420TV Lines

18

0Lux(IR ON)

More than 48dB

1.0Vp-P/75Ω
AUTO

AUTO

EE

1/50 (1/60) ~ 1/100000 sec

0.45

Internal Sync.

15-20Meters

3.6mm

119(Ø)x81(H)mm

DC 12V/125mA

- 10。C ~ +50。C

CSN(P)-3262-3B

1/3” Sony CCD

NTSC: 752(H)x492(V)

PAL: 768(H)x582(V)

520TV Lines

18

0Lux(IR ON)

More than 48dB

1.0Vp-P/75Ω
AUTO

AUTO

EE

1/50 (1/60) ~ 1/100000 sec

0.45

Internal Sync.

15-20Meters

3.6mm

119(Ø)x81(H)mm

DC 12V/125mA

- 10。C ~ +50。C

Model NO.

CCD Type

Pixels

Horizontal Resolution

Minimum Illumination

S/N Ratio

Video Output

AGC

White Balance

Backlight Compensation

Exposure Mode

Electronic Shutter

Gamma Correction

Sync.System

IR LEDs

IR View Distance

Lens

Power Supply

Operation Temperature

Weight

CSN(P)-3642-49V CSN(P)-3644-49V

SONY 1/3" CCD SONY 1/3" CCD

NTSC:512(H)x492(V) NTSC:752(H)x492(V)

PAL:512(H)x582(V) PAL:768(H)x582(V)

420TVL                                  520TVL

0LUX(IR ON）

≥48dB

1.0Vp-p/75Ω

Auto

Auto

Auto

EE

1/50(1/60) - 1/100000 sec

0.45

Internal Synchronization

36pcs

40M

4-9mm(Vari-focal)

DC12V (IR ON:450mA ; IR OFF:150mA )

 -10℃--50℃
1040g

Side ViewFront View

102mm 185mm

165 mm



CCTV Camera

Specification
Model NO.

Sensor Chip Brand

Pixels

Horizontal Resolution

IR LED

S/N Ratio

Gain Control

White Balance Mode

Lens Type

Backlight Compensation

Exposure Mode

Electronic Shutter

Gamma Correction

Sync. System

Min. illumination

IR View Distance

Analogue Video Output

Power Requirement

Operation Temperature

Dimension 

Weight

CSN(P)-3522-3

SONY 1/3" CCD

NTSC: 512(H)x492(V)

PAL: 512(H)x582(V)

420 TV lines

23 

more than 48 dB

Auto

Auto

3.6mm

Auto

EE

1/50(1/60) – 1/100000 sec

0.45

Internal Synchronization

0 lux (IR ON)

20M

BNC X 1

DC 12V

-10。C ~ +45。C

52(Ø)x94(W) x66(H)mm

220g

CSN(P)-3524-3

SONY 1/3" CCD

NTSC: 752(H) x 492(V)

PAL: 768(H) x 582(V)

520 TV lines

23 

more than 48 dB

Auto

Auto

3.6mm

Auto

EE

1/50(1/60) – 1/100000 sec

0.45

Internal Synchronization

0 lux (IR ON)

20M

BNC X 1

DC 12V

-10。C ~ +45。C

52(Ø)x94(W) x66(H)mm

220g

Rear ViewFront View

94mm

66mm

IR Vandal Dome Camera (20M); Perfect for Vandalism prone areas
Dome Type / Model# CSN(P)-3522-3

Overview
The camera offers a convenient, compact and cost-efficient solution with highly intelligent functions. It can see in the dark with the IR video security 

camera and built in high intensity infrared LED array. The lens provides great image performance in the worst lighting conditions

Dome Type / Model# CSN(P)-3532-49 ; CSN(P)-3534-49

Overview
The camera offers a convenient, compact and cost-efficient solution with highly intelligent functions. It can see in the dark with the IR video security 

camera and built in high intensity infrared LED array. The vari-focal lens provides flexible focal adjustment with different view angle The lens 

provides great image performance in the worst lighting conditions.

Specification
Model NO.

Sensor Chip Brand

Pixels

IR LED

H.Resolution

Sensitivity

S/N Ratio

Video Output

Auto White Balance

Auto Gain Control *9mil

Backlight Compensation

Exposure Mode

Auto Shutter

Gamma Correction

Sync System

IR View Distance

Lens Mount

Power Consumption

Operating Temperature

Dimension/Weight

CSN(P)-3532-49

1/3” SONY CCD

NTSC: 512(H) x 492(V)

PAL: 512(H) x 582(V)

36

420 TV Lines

0Lux (IR ON)

more than 48 dB

1.0Vp-P75Ω
Auto

Auto

Auto

EE

【1/60(50)~1/100,000】sec

0.45

Internal

30M

4-9mm(Vari-focal)

DC 12V

-10。C ~ +45。C

119(Ø) x 90(H)mm /728.4g

CSN(P)-3532-49

1/3” SONY CCD

NTSC: 752(H) x 492(V)

PAL: 768(H) x 582(V)

36

520 TV Lines

0Lux (IR ON)

more than 48 dB

1.0Vp-P75Ω
Auto

Auto

Auto

EE

【1/60(50)~1/100,000】sec

0.45

Internal

30M

4-9mm(Vari-focal)

DC 12V

-10。C ~ +45。C

119(Ø) x 90(H)mm /728.4g
Rear ViewFront View

119mm

90mm

Vari-Focal IR Vandal Dome Camera (30M); Perfect for Vandalism prone areas



CCTV Camera

Specification
Model NO.

Sensor Chip Brand

Pixels

H.Resolution

Minimum Illumination

S/N Ratio

Video Output

Auto Gain Control

Auto White Balance

Backlight Compensation

Exposure Mode

Electronic Shtter

Gamma Correction

Synchronizing

Auto Iris Control

Lens Mount

Dimension/Weight

Power

Operating Temperature

CSN-3242-3

1/3” Sony CCD

NTSC: 512(H) x 492(V)

PAL: 512(H) x 582(V)

420TV Lines

0.8Lux(F1.2)

More than 48dB

1.0Vp-P/75Ω
AUTO

AUTO

AUTO

EE

Auto 1/60(50)~1/100,000 sec

0.45

Internal Sync., 2 1 Interlace

Video / DC Switch able

3.6mm Fixed Lens

80 (Ø) x 100 (H) mm// 150g

DC 12V

- 10 C ~ +50 C

100mm

Rear ViewFront View

80mm

Color Indoor Dome Security Camera
Dome Type / Model# CSN(P)-3242-3

Overview
The dome comes with beautiful picture quality.  The lens is included.  The SONY CCD delivers a sharp 420 lines of resolution and 0.8 lux.  The dome 

security camera is built around the latest SONY chipset with the full menu of automatic functions. The super low profile dome camera provides a 

clean look for your store or office.

Specification
Model NO.

Sensor Chip Brand

Pixels

Scanning Frequency

H.Resolution

Illumination

S/N Ratio

Video Output

Auto Gain Control

Auto White Balance

Backlight Compensation

Electronic Shutter

Gamma Correction

Synchronizing

Lens Mount

Dimension/Weight

Power

Operating Temperature

CSN(P)-3252-49

1/3” SONY CCD

NTSC: 512(H) x 492(V)

PAL: 512(H) x 582(V)

NTSC:15734Hz(H) 60Hz(V)

PAL:15625Hz(H) 50Hz(V)

420TV Lines

0.1Lux(F1.2)

More than 48dB

1.0Vp-P75Ω
AUTO

AUTO

AUTO

Auto

1/60(50)~1/100,000 sec

0.45

Internal Sync. 2 1 Interlace

4-9 mm Auto Iris Lens

150 (Ø) x 80H) mm/ 300g

DC 12V/ 110mA; DC 12V/ 180mA

- 10 C ~ +50 C
Rear View

150mm

80mm

Front View

CSN(P)-3254-39

1/3” SONY CCD

NTSC: 752(H) x 582(V) 

PAL: 768(H) x 492(V)

NTSC:15734Hz(H) 60Hz(V)

PAL:15625Hz(H) 50Hz(V)

520TV Lines

0.05Lux(F1.2)

More than 48dB

1.0Vp-P75Ω
AUTO

AUTO

AUTO

Auto

1/60(50)~1/100,000 sec

0.45

Internal Sync. 2 1 Interlace

3-9 mm Auto Iris Lens

150 (Ø) x 80 (H) mm/ 300g

DC 12V/ 110mA; DC 12V/ 180mA

- 10 C ~ +50 C

Vari-Focal Dome Camera
Dome Type / Model# CSN(P)-3252-49

The camera offers a convenient, compact and cost-efficient solution with highly intelligent functions. The vari-focal lens provides flexible focal 

adjustment with different view angle.

Overview
 CSN(P)-3254-39


